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1 Introduction

1.1 Motivation

Organic electronics promise great advances in semiconductor technology. So far silicon is
the main component in electronic devices and although it is very abundant its processing
requires huge amounts of energy[1] and therefore its ecological footprint is a major downside.
Also silicon technology is reaching its limitations as further miniaturization of electrical
components are limited by thermal noise.[2] The thermal energy of the charge carriers
allows the tunneling between component structures as the decrease in size is accompanied
by a decrease of the barrier height separating them. There are inorganic alternatives for
silicon, like Germanium[3] and gallium arsenide[4] but besides sharing the high processing
cost they are way less abundant and quite a lot of them fall under the definition of critical
materials and have a damaging impact on the environment.[5, 6] Devices consisting of
organic materials are supposed to be able to overcome the downsides of inorganic materials,
they can be processed at low temperatures and even allow advanced processing methods
like ink jet printing[7, 8] and spin coating[9] and they offer the possibility of further
miniaturization without the appearance of tunneling currents. The feed stock for organic
materials can be extracted from crude oil and in future renewable feed stocks might
make them available for all time.[10] Additionally, the materials allow flexible low weight
devices.[11, 12] But there is, of course, no light without shadow, the organic materials
have lower charge carrier density and charge carrier mobility resulting in low electrical
conductivities. Doping of these materials is still challenging and the mechanisms lying
behind it are not well understood.[13, 14] Consequently, a major goal is to find organic
materials that are getting closer to the performance of inorganic materials and optimize
processing including the addition of suitable dopants. The developement of organic light
emitting diodes pioneered the field as they already have reached market maturity and
are now competing with other technology on an even ground. But in the field of organic
field effect transistors suitable materials are still lacking, especially electron conducting
semiconductors are scarce.[15] Other challenges are the reduction of contact resistances
and an improvement in pattern techniques.[16] This work revolves around the creation
and characterization of transition metal organic complexes suitable for electronic devices.
The underlying concept aims to direct the arrangement of the materials within the bulk by
selected molecular features. In the next chapters the underlying processes for conduction
in organic materials will be presented. Developments in the field of organic materials with
a focus on metal organic complexes will be expounded. Next the design concept of the
aforementioned complexes will be explained, their synthesis and characterization will be
described followed by studies about testing preliminary devices using these materials. The
work closes with discussion about the utility of these materials and the outlook for future
experiments and possible applications.
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2 1 Introduction

1.2 Advances in organic field-effect transistors

1.2.1 General concept of organic field-effect transistors

An organic field-effect transistor consists of an organic semiconducting layer that connects
the source and drain electrode. Parallel to this organic layer is an insulating layer that
separates the semiconductor from the gate electrode. There are several possibilities to
arrange the layers and electrodes for an OFET setup. Depending on the arrangement the
gate, source and drain electrodes can either be on the bottom or the top of the device
(figure 1.1). Usually in organic electronics top gate devices show better performances as
the most sensitive semiconducting layer is sandwiched and protected by the substrate
and the gate. On the downside the semiconducting layer can be strained thermally and
chemically when deposing the gate electrode in such a setup.

Figure 1.1: Different setups for an OFET: bottom gate top contacts (a), bottom gate bottom
contacts (b), top gate top contacts (c) and top gate bottom contacts (d)

When no voltage is applied to the gate electrode no source-drain current can be measured
for semiconductors with a low concentration of charge carriers. When a voltage is applied
between the source and gate electrodes, charge carriers are gathered at the interface layer
between the insulator and the semiconductor and form a layer with an increased charge
carrier concentration[17] so that a source-drain current will be observed, if a voltage
between the two electrodes is applied. This current reaches a certain maximum called
the saturation current, which is space-charge limited by the extraction of charge carriers
from the pinched-off conductive channel to the drain electrode. There are several design
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concepts for an OFET. The most prominent in science is to use a bottom gate con�guration
with top or bottom contacts, as it is the easiest to prepare as substrate and gate can be
the same material. The performance of an OFET is determined by several important
parameters. The �rst one is the charge carrier mobility� [cm2 V � 1 s� 1] that gives the drift
velocity [cm s� 1] of an electron or hole in the presence of an applied �eld [V cm� 1]. The
higher it is the less voltage is necessary to operate the device and the more energy e�cient
it becomes. The charge carrier mobility is primarily determined by the material in use and
its processing as the later one determines its grain sizes and its morphology. But other
properties of an OFET also have an in�uence like the surface roughness of the insulating
layer and the exposure towards doping agents. All of this will be covered by examples in
later sections. The second important parameter is the threshold voltage, its magnitude is
the minimum gate voltage that is necessary to create a layer of charge carriers at interface
between the dielectric layer and the semiconductor. In a theoretically optimal case the
threshold voltage is zero, but in reality trap states are present. These trap states capture
charge carriers and are localized such that the carrier cannot escape. Therefore, these
states have to be �lled before a conductive layer forms. When trap states are present
the threshold voltage is negative for hole conducting (p-type) and positive for electron
conducting (n-type) materials. In some cases, without an applied gate voltage, already
enough charge carriers are present, mostly due to excessive doping, and the threshold
voltage then determines the voltage to fully compensate the semiconductor and to switch
the device o�. In this context the on/o�-ratio is the ratio between the maximum obtainable
current and the smallest obtainable current in respective on- and o�-states of the device.

1.2.2 Electronic processes in organic materials

In contrast to the ionic and covalent bonds in inorganic materials, organic material are
bound by dispersion interactions.[18� 20] These forces are weaker and also harder to describe
as molecular structures are quite complex compared to spherical atoms and ions in inorganic
materials. The most important dispersion interactions for organic semiconductors are
� � � interactions as they couple the aromatic systems in organic materials. The aromatic
systems absorb low-energy photons and host charges. So strong intermolecular forces
between them result in lower barriers for the transfer of charges. For� � � interactions to
occur, di�erent alignments of the aromatic systems are possible (�gure 1.2). For small
systems like benzene an edge-to-face or also called T-shaped alignment is the most stable
con�guration. As � -systems increase in size a parallel displaced alignment is energetically
preferable. From a theoretical point of view a completely co-facial alignment of the
� -systems would result in the highest charge carrier mobility, but this would also be the
case with the highest electrostatic repulsion.[21] Therefore such a case will not occur in
reality. Even small changes in the molecular structure, which themselves have a small
in�uence on packing, can have quite a large e�ect on transfer integrals and therefore
charge transport. Examples for this consist in the introduction of steric hindrance[22]
and exchanging hydrogen with �uorine atoms.[23] Unfortunately, it is still not possible to
predict the crystal packing from a given molecular structure.[24] Thus, in order to �nd
new promising materials for organic electronics, it is necessary to synthesize materials
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based on an educated guess and test them with a large amount of experiments rather than
relying on calculation to select promising candidates.

Figure 1.2: parallel displaced (left) and edge-to-face (right) � � � stacking

To describe charge transport the conductivity� is an important measure that depends on
the amount of charge carriersn, their charge carrier mobility � and their chargee.

� = jej
X

i

ni � i (1.1)

The charge carrier mobility itself in general is de�ned by the drift velocity~v of the charge
carrier divided by the electric �eld j ~Ej.[21]

� =
~v

j ~Ej
(1.2)

For organic �eld-e�ect transistors the charge carrier mobility[21] can be extracted incor-
porating the geometric factors, channel widthW, and channel lengthL, as well as the
device dependant threshold voltageVT and the capacitance across the gate dielectricC.
I d and Vd denote the drain current and voltage.Vg denotes the gate voltage. Additionally
the formula depends, whether the linear regime or the saturation regime of theI � V curve
is considered. For the linear regime the expression is the following:
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And for the saturation regime the formula becomes independent of the drain voltage.

� =
2L

WC

 
@

p
I d

@(Vg � VT )

! 2

(1.4)

It is important to again emphasize that although the charge carrier mobility is calculated
based on technical parameters like the size of the device it is strongly in�uenced by
the material applied and its processing. As it is one of the parameters that has most
in�uence on device performance a lot of e�ort in research resolves around improving the
processing.

The intrinsic charge carrier concentrationn in organic semiconductors is negligibly low. It
can be increased by intended and unintended doping and will be discussed later. Charges
can also be generated by the dissociation of electron-hole pairs, which are created themselves
by the absorbance of photons. This e�ect is important for solar cells but obviously plays
no role for organic transistors. But suitable charge carrier concentrations are yielded by
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the extrinsic injection of charge carriers by the electrodes. This has additional implications
on organic devices. The current in a device can be injection limited, which means the
current is solely determined by the injection rate of the electrodes. In this case, there is
no possibility to identify charge carrier mobility as all correlations of the current with the
electric �eld or the temperature are attributed to their in�uence on the injection process.
The other possibility is that of space charge limited current. The electrode creates more
charge carriers than the interface layer is able to transport. A space charge region emerges
at the electrode which prevents further charge injection. For this case the current densityj
can be described by theMott-Gurney equation.[25]

j =
9
8

� r � 0�
V 2

d3
(1.5)

The theory behind this equation assigns a drift velocity to every charge carrier. This drift
velocity and therefore the current is neither linearly dependant on the applied voltageV
nor on the inverse of the distanced between the two electrodes. As this theory relies
on the concept of drift velocity the current is linearly dependent on the charge carrier
mobility � . � 0 denotes the dielectric constant of vacuum and� r the dielectric constant of
the semiconductor.

1.2.3 Important materials and advancements

Studies of organic electronics have been conducted for decades and the �rst organic �eld
e�ect transistor was already created in 1986.[26] The semiconducting material used was
polythiophene, the parent of one of the most prominent structural motifs,[27� 29] that has
been in use until today. One derivative poly(3-hexylthiophene)[30] belongs to the best in-
vestigated materials overall, concerning its molecular weight[31, 32], its morphology,[33, 34]
and its processing conditions.[35� 37] Another very prominent semiconductor is pentancene,
which was �rst tested for OFET applications in 1991.[38] In the following years the
performance of pentacene-based devices increased steadily and reached a charge carrier
mobility of 1.5 cm2 V � 1 s� 1[39] in 1997, which is comparable to the charge carrier mobility
of amorphous silicon, a benchmark value for organic semiconductors. Pentacene can be
processed with a variety of methods. The standard is to use vapor deposition and the
temperature and pressure dependence was investigated.[40] The e�ect of grain size was also
investigated by the comparison between experiment and simulations.[41] Also crystals were
grown by sublimation and then mechanically incorporated into the device.[42] Pentacene is
hardly soluble in most organic solvents at room temperature. Obviously heated solutions
can be used to process the material.[43] More common is the use of suitable soluble
precursors that allow solution processing. These precursors are coated on the surface and
then heated to give pentacene by the means of a retro-Diels-Alder reaction.[44, 45] Both
of the aforementioned materials, P3HT and pentacene are hole-conducting. The most
prominent class for n-type materials are rylene diimides.[46] Among them naphthalene
and perylene diimides are encountered most often.N,N' -bis(cyclohexyl) naphthalene-
1,4,5,8-bis(dicarboximide)[47] is one of the record holders as it showed improved packing
behavior and the charge carrier mobility came close to 6cm2 V � 1 s� 1. One of the major
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issues of electron conducting organic materials is their sensitivity towards oxygen, which
is also true for rylene diimides. But tuning of the rylene core as well as the side chains
can improve air stability.[48]

Scheme 1.1:Molecular structure of P3HT (left), pentacene (middle) and naphthalene diimide
(right)

But not only the number and properties of materials has improved in the past years.
Fabrication of integrated circuits using pentacene and P3HT was already achieved in the
year 2000[49] and some applications were proposed.[50] Over the years more and more
applications have been realized, for example printed[51] and also �exible[52, 53] displays,
vapor sensors[54] and radio-frequency identi�cation circuitry.[55] The achievements in the
�eld of printable devices were already reviewed.[56]

Of course, a lot more di�erent materials and applications have been created, but the sheer
amount of research cannot be covered in and also does not �t into the scope of this work.
Plenty of reviews about the whole topic can be found elsewhere, with limited examples
given here.[15, 57�60]

1.2.4 Organometallic complexes

Phthalocyanine complexes have been the major class of compounds in the �eld or orga-
nometallic molecules for application in organic electronics. They are easily synthezied
from cheap phthalic acid derivatives, are available with a variety of metals, including
square planar, pyramidal, and octahedral metal centers,[61] and thermally and chemically
stable.[62] Their applicability strongly depends on the metal center with huge di�erences
in charge carrier mobility.[63] Phthalocyanine complexes are usually hole conducting but
when ligands with enough electron withdrawing groups, for example hexadeca�uorinated
phthalocyanine, are used, the resulting complex is electron conducting.[64] In one study
sulphonated phthalocyanine derivatives were used. NiPc(SO3Na)x (with x giving the
average number of sodium sulphonate groups at a complex molecule) was spin coated
on an interdigital structure.[65] The OFETs obtained this way were outclassing OFETs
produced by evaporation of NiPc and a maximum charge carrier mobility of 1.8cm2 V � 1 s� 1

was measured for x = 1.5. The e�ect of increased charge carrier mobility through sulphona-
tion was also discovered for other metal centers.[66] When the substrate temperature
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was increased to 150� C while vacuum depositing, TiOPc �lms OFETs with outstanding
charge carrier mobilities of up to 10cm2 V � 1 s� 1 were obtained.[67] This is attributed
to highly ordered crystalline �lms in the � -phase of the materials. The� -phase of this
materials shows very short distances between� -systems, to which the high performance
is attributed. Processing at lower temperature results in amorphous �lms or �lms with
mixed phase (� -TiOPc and � -TiOPc). Phthalocyanines were also investigated as ligands
in sandwich-like or triple-decker rare earth complexes.[62] The Lutetium pthalocyanine
sandwich[68] is one of the better semiconducting materials with an e�ective mobility
of 1.3 cm2 V � 1 s� 1. A series of Langmuir-Blodgett �lms of Europium, Holmium, and
Lutetium triple-decker complexes[69] were investigated and their comparable high carrier
mobilities were attributed to their ability to form stable monolayers on the water surface
with their crown ether heads.

Scheme 1.2:Molecular structure of a phthalocyanine complex (left), bis(dithiobenzil)nickel(II)
(middle) and bis(o-diiminobenzosemiquinonate) nickel(II) (right)

Nickel(II) complexes are often applied in organic electronics. Their square planar center
with its empty d z2 -orbital can easily �t into conjugated system incorporating the� -system of
the ligands. Nickel-dithiolenes[70, 71] are a subclass that have been investigated well. The
�rst OFET was reported in 1994[72] and the Langmuir-Blodgett �lms had an charge carrier
mobility of 2:4 � 10� 5 cm2 V � 1 s� 1 after deposition, but the mobility could be drastically
improved by doping with iodine, which gave an value of1:8 � 10� 1 cm2 V � 1 s� 1. Vacuum
deposited bis(dithiobenzil)nickel(II) �lms[73] showed n-type characteristics and a mobility
of 2:0 � 10� 1 cm2 V � 1 s� 1. After short air exposure the carrier mobility is decreased and
the threshold voltage increased. Air exposure for several hours completely suppresses any
conductivity. A study eventually investigated the air stability of bis(dithiobenzil)nickel(II)
derivatives with di�erent aromatic substitution patterns[ 74] and air stability was achieved
for �uorinated species which showed only minor di�erences between experiments conducted
under air or vacuum. A high electron mobility of 2.8cm2 V � 1 s� 1 was obtained when
silver was used as the cathode material for a bis(dithiobenzil)nickel(II) derivative.[75]
Pretreatment of the silicon oxide insulator with octadecyl-trichlorosilane or polystyrene
followed by the vacuum depositon of the nickel complexes resulting in carrier mobilities up
to 0.18cm2 V � 1 s� 1.[76] Other metallodithiolenes with di�erent metal centers have not been
used in electronics despite their synthetic availability. Another series of Ni(II)-complexes
are based on bis(o-diiminobenzosemiquinonate) nickel(II)[77] which was vacuum deposited
on a doped n-type silicium wafer which resulted in an OFET with� = 3:8�10� 2 cm2 V � 1 s� 1.
The methylated derivative also showed a hole mobility of7:1 � 10� 5 cm2 V � 1 s� 1[73] which
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is doubled upon air exposure accompanied by an increase of the o�-current. Based on
bis(o-diiminobenzosemiquinonate) nickel(II) a metal-organic framework was created[78]
which showed conductivity of up to 40S cm� 1 and can be seen as an graphene analogue.
Besides nickel(II) its higher homologues and copper(II) o�er a square planar geometry. A
bi-nuclear copper(II) complex with an ligand based on the salen moiety was grafted on a
carbon nanotube[79] to obtain an ambipolar FET.

1.2.5 Practical aspects of doping

Doping in organic materials is comparable to that of inorganic materials. An impurity is
added to the host material which provides additional holes or electrons to the valence or
conduction band respectively. Although, it is questionable, whether this terminology holds
true for organic materials. The electronic states are rather tightly bound than it is the case
in inorganic bulk materials. It can be rather seen as an addition or removal of an electron
to or from a molecule. The charge carrier mobility follows a di�erent trend in organic
materials than in inorganic ones. One possibility for doping is achieved by exposure of the
already prepared thin �lm of the organic material towards oxidizing gases like oxygen in
air[80, 81] or halogen vapors.[82] Air exposure was also reported to switch �lms of TiOPc
from n-type to p-type conduction.[83] But doping with these strong oxidants can also
result in degradation of the semiconductor.[84] Also the incorporation of oxygen can lead
to the generation of trap states,[85, 86] which reduce device performance. The presence
of trap states counteracts the e�ect of additional charge carriers and it depends on the
speci�c material, whether the overall net e�ect is bene�cial for the device performance.
Another possibility for the post-processing of �lms is the evaporation of alkaline metals
onto already generated �lms, which was performed for fullerens the �rst time.[87] As can
be expected this kind of doping is very air-sensitive.

Besides this harsh doping with elemental species, doping can be achieved with a variety of
substances. Metal oxides[88] can be incorporated as p-dopants. Molybdenum trioxide[89] is
one of the most prominent dopants in this class, as it requires rather low temperatures to co-
evaporate it. But also rhenium trioxide,[90] tungsten trioxide,[91] and iron(II,III) oxide[ 92]
can be used for this purpose. Metal oxides form nanoclusters[93] within the prepared
devices and the size and distribution of these clusters strongly e�ect the charge generation
e�ciency and therefore their processing is crucial for the overall performance. N-type
seminconductors in turn can be doped with several alkaline salts such as carbonates[94� 97]
ceasium phosphate, caesium azide,[98] and lithium nitride[ 99]. These salts are usually
co-evaporated and due to the elevated temperatures needed the used materials decompose
partially and form di�erent oxides.

Doping is also possible by Brønsted and Lewis acids. Polythiophene �lms which were
exposed to trideca�uoro-1,1,2,2-tetrahydrooctyl trichlorosilane[100] showed an increase in
conductivity of up to six orders of magnitude. The conductive polymer poly(3,4-ethylene-
dioxythiophene):poly(4-styrenesulfonate) (PEDOT:PSS) and related substances can also
be seen as highly acid doped organic semiconductors. Iron(III) chloride and antimony
pentachloride[101] are simple Lewis acids which are used for doping.
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But the most advanced doping is performed with small molecules including transition
metal complexes. The �rst bene�t of these, compared to doping with elemental species,
is that they cannot at all or only barely di�use into the host material which results in
a higher device stability. The probably most prominent class of molecular p-dopant is
2,3,5,6-Tetra�uoro-7,7,8,8-tetracyanoquinodimethane (F4-TCNQ). This small molecule
can either be co-evaporated when doping a molecular semiconductor like ZnPc[102]
or a blend of the semiconducting polymer and the dopant can be spin-coated onto
the substrate.[103� 105] Several derivatives of this dopant were synthesized and tested.
An (adamantan-1-yl)propyl substituted analogue showed improved processibility.[106]
Other studies consider the substitution pattern of the molecule in order to improve its
performance.[107] Also the bene�cial electric properties of inorganic materials such as the
aforementioned p-dopant molybdenum trioxide can be combined with an organic frame[108]
to obtain a well performing and processible dopant. For n-doping electron-rich molecules
are used such as highly sulfur containing aromatic compounds like bis(ethylenedithio)-
tetrathiafulvalene[109] and tetrathianaphthacene[110], amino-functionalized stable radicals
like the tris[4-(dime- thylamino)phenyl]methyl radical[111] and transition metal complexes
like cobaltocene.[112, 113] Despite for the increased air-sensitivity of n-doped organic
material, a certain passivation e�ect was discovered for fullerene doped with a binuclear
tungsten complex.[114, 115] One problem of incorporating dopant molecules is their
in�uence on the crystallinity of the material. Attempts were made to circumvent this
by having dopants with a very similar structure as the host material. In one case a
radical anion of a perylene diimide was used which nearly completely resembled the host
material.[116] In the case of metal organic compounds such doping can be achieved by
using blends of complexes with identical ligands but di�erent metal centers. A 9:1-mixture
of CuPc and NiPc was used to generate an OFET which showed better performance than
ones consisting of only one of the aforementioned materials.[117]

1.2.6 Surface preparation and interface engineering

Interfaces play a crucial role in organic electronics. The interface between the electrodes and
the semiconductor in�uences charge carrier injection and the interface between insulator
and semiconductor in�uences the charge carrier transport. Also in the construction of
bottom gate OFETs prefuctionalization and choice of the insulator might result in a
preferable morphology of the semiconductor. Pentacene thin �lm morphology relies on the
interactions with the surface.[118] In general when pentacene is deposited on �at, inert
materials like oxides its main molecular axis is aligned perpendicular to the surface, but for
reactive surfaces like pure metals its main axis is arranged parallel to the surface. Surface
roughness plays a crucial role in device performance, too. Increasing roughness of the
insulator surface corresponds with a decrease in hole mobility for pentacene OFETs.[119]
Also despite obeserving similar crystal sizes, OFETs grown on rough silicon nitride surfaces
performed inferior to their smooth counterparts.[120] The same tendency was observed for
silicon oxide surfaces.[121] In case of silicon nitride surfaces[120] a polystyrene layer was
spin-coated onto the rough surface to smooth it and corresponding device had an increase
in charge carrier mobility by nearly two orders of magnitude. Pentacene thin �lms grown on
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silicion oxide pre-treated with di�erent alkyl- and arylchlorosilanes showed large di�erences
in their hole mobilities.[122] Another investigation also probed di�erent insulator materials
with and without pre-treatment and found the best mobility for silicon oxide pre-treated
with n-octyltrichlorosilane despite the relatively small crystal size observed in this case.[123]
Additionally, interface SAMs were further functionalized with amine or methyl groups and
thin �lms of poly(3-hexylthiophene) were spin coated onto the formed layers.[124] The
planes of the thiophene moieties were aligned perpendicular towards the underlying surface
in case of the amine functionalisation and parallel to it in case of methyl groups present.
After annealing at 240� C the charge carrier mobility for P3HT on the amine functionalized
layer had a higher mobility of 0.28cm2 V � 1 s� 1 compared to 0.08cm2 V � 1 s� 1 for the other
case. Pentacene and C60-fullerene thin �lms were deposited onto silicon oxide surfaces
with di�erently functionalized monolayers.[125] Per�uoroalykl, alkyl, and amino groups
were attached to the monolayers and it was found, that per�uoroalkyl groups increased the
hole density at the interface layer and therefore the charge carrier mobility for pentacene
devices, while amino groups gave the best results for fullerene devices respectively. Nine
di�erent silanes were used for prefunctionalizing the silicon oxide surface in a study to test
the in�uence of SAMs on charge carrier mobilities and threshold voltages of pentacene
�lms.[ 126] Both, charge carrier mobility, and threshold voltage varied depending on the
material applied during prefunctionalization without observing a clear trend based on
molecule functionality. Despite the aforementioned study the per�uorinated species rather
resulted in low device performance in this case. SAMs of di�erent chain length also
performed well as an insulating layer[127] with tunneling barriers outperforming metal
oxides and reaching the theoretical limit. Phenol ethers were utilized as end groups
for a SAM dielectric for a pentacene-based OFET.[128] This prevented penetration of
semiconductor molecules into the insulating layer which is hypothesized to be the cause
of gate leakage. The device performed well with operating voltages of 2V or less and a
charge carrier mobility of 1cm2 V � 1 s� 1. Attempts to create a similar performing device
while having linear end groups failed. In a comparable study docosyltrichlorosilane was
applied to alter the silicon substrate surface and the semiconductor P3HT was spin-coated
onto it.[129] The large polymer molecules behaved well on the purely alkyl functionalized
SAM and the device operated with voltages below 2V. Polymer dielectrics can also
have bene�cial e�ects on the charge carrier mobility. Vinylphenol-based polymers were
spin-coated onto the silicon gate and heated to 200� C for cross-linking.[130] Pentacene
was deposited onto the dielectric in vacuum and mobilities up to 3.0cm2 V � 1 s� 1 were
measured. An overall very well-performing petacene thin-�lm OFET was obtained when
polyvinyl alcohol was utilized as the insulator resulting in a threshold voltage of -0.98V
and a charge carrier mobility of 1.1cm2 V � 1 s� 1.

In summary the insulator surface drastically modi�es device performance, especially in
the case that the semiconductor layer is also deposited onto it. A majority of the studies
resolved around pentacene or P3HT as their properties and handling are well-known and
it raises the question which surface modi�cations work best for other materials. As a
consequence in the long run a variety of surface preparation methods need to be tested for
the molecules presented in this work to approach the maximum e�ectiveness of them. But
to establish their suitability as semiconductors in general it is not necessary. So in order
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to save time and keep simplicity these methods will not be applied to the experimental
devices here.

1.3 Preparation and measurement methods

1.3.1 Synthetic concepts

Skraup reaction

The Skraup sythesis to produce quinolines has been known since the late 19th century[131]
and is named after its inventor Zdenko Hans Skraup, a Czech chemist. Its usefulness was
reviewed even long after Skraup's life.[132, 133] For the original synthesis aniline, sulfuric
acid, glycerol, and nitrobenzene as an oxidant were mixed. The sulfuric acid dehydrated
glycerol to produce acroleine, which reacts with the aniline to give dihydroquinoline. This
is subsequently oxidized to quinoline by nitrobenzene (scheme 1.3). Di�erent variations
of the reaction are known exchanging the sulfuric acid for example with methanesulfonic
acid and the oxidant with arsenic pentoxide or ferric oxide. As the reaction tolarates quite
some functional groups present on the aniline ring, it was chosen for the synthesis of the
quinoline compounds in this work.

Scheme 1.3:Skraup synthesis mechanism

Reduction of nitro-groups with palladium on charcoal

The hydrogenation using palladium on carbon is one of the most common reactions in
organic chemistry. It works under ambient conditions and with a variety of substrates and
solvents. It was also already shown that the reduction of nitroquinolines to aminoquinolines
work without reducing the aromatic system.[134]
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Buchwald-Hartwig coupling

The Buchwald-Hartwig reaction was investigated independently by the groups of John.
F Hartwig[135] and Stephen L. Buchwald[136] and published individually in 1994. The
reaction is the palladium catalyzed coupling of an aryl halide with an amine under the
presence of a base. The reaction has been extensively applied in synthetic chemistry
using a variety of substrates and catalysts and has also been reviewed in detail.[137] The
mechanism was also studied in detail[138] and is depicted here for the case of SPhos as the
applied ligand and phenyl halide together with propylamine as the substrates (scheme 1.4).
The catalytic cycle starts with the oxidative addition of the phenyl halide towards the
palladium(0) complex. This is followed by the addition of the amine to the complex. The
acidity of the amine is increased through binding to the metal center and it is depronated
by the added base accompanied by the elimination of the halide. The next step is the
reductive elimination which results in the formation of the product and the regeneration
of the original catalytically active species.

The ligand precursorN-8-Quinolinyl-8-quinolinamine was already synthesized using this
method[139] and as the Buchwald-Hartwig coupling is quite tolerant towards functional
groups, it was also employed to generate derivatives ofN-8-Quinolinyl-8-quinolinamine.

Scheme 1.4:Catalytic cycle of the Buchwald-Hartwig coupling
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1.3.2 Structural determination

1.3.3 Device preparation

Photolithography

Photolithography is used to generate the geometry of the interdigital structure used in the
preparation of OFETs. After a wafer is cleaned, hexamethyldisilazane is casted onto the
wafer. The HMDS will react with the terminating hydroxyl groups of the silicon oxide
layer of the wafer and leave a hydrophobic surface of trimethylsilyl groups which interact
well with the photoresist, which is added next. The photoresist, which is a postive one in
this work, is applied by spin-coating. A shadow mask is placed above the wafer which
allows only illumination at the locations of the future interdigital structure. The wafer is
then irridiated with a UV-lamp and the irradiated photoresist is removed with a developer
solution to leave a negativ of the interdigital structure on the wafer. The electrode material
(e.g. gold) is then accumulated by physical vapor deposition onto the wafer. After that
the remaining photoresist is removed with the help of an ultrasonic bath. In this process
the excess electrode material is removed as well leaving only the �nal interdigital electrode
structure on the wafer.

Physical vapor deposition

Physical vapor deposition is one of the major methods to process organic molecular
materials. In a vacuum chamber a crucible with the organic material is placed. The
substrate containing the interdigial structure is placed on a turnable holder in certain
distance above the crucible (�gure 1.4). A quartz crystal oscillator is placed next to the
substrate holder, which works as micro balance. In the beginning the substrate is turned
away from the crucible so that no material can reach it. The chamber is then evacuated
and upon reaching the required vacuum the crucible is heated, usually by a coil. A beam
of material is generated through the sublimation and the given geometry of the deposition
chamber. The beam hits the crystal oscillator and the substrate holder with the substrate
still turned away. By the change in frequency of the crystal oscillator due to the deposited
material the evaporation rate can be adjusted. When the required rate is obtained the
substrate holder is turned so that the interdigital structure is exposed towards the material
beam and a thin �lm is grown onto it.

Determination of thin �lm thickness

The thin �lm thickness is determined by the means of a quartz crystal micro balance.
During physical vapor deposition a part of the material beam is deposited onto the crystal
oscillator and the increase in mass is accompanied by an decrease in vibration frequency.



14 1 Introduction

Figure 1.3: schematic photolithography

For a thin and rigid deposited layer this phenomenon can be expressed by the Sauerbrey
equation which gives a linear dependency between the deposited mass� m and the change
in vibration frequency � f .

� f = �
2f 2

0

Ap � q� q
� m (1.6)

f 0 is the resonance frequency of the fundamental mode and usually between 4 and 6MHz.
A is the piezoelectrically active crystal area.� q denotes the density and� q the shear
modulus of the crystal oscillator. In order to be able to extract the thin �lm thickness from
this measurement, it is important to calibrate the micro balance. To do so the extinction
coe�cient for a material with known density, which also absorbs light in the visible range,
is determined. The extinction coe�cient is predicted by the combination of AFM and
UV/Vis measurements of thin �lms created from the said material. This material is
deposited on a glass substrate while the micro balance is in place and its �lm thickness is
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Figure 1.4: schematic of physical vapor deposition

then calculated from UV/Vis measurements. The �lm thickness and the density of the
material can now be used to obtain a general factorc to calculate the thickness of a thin
�lm depending on the change in frequency of the vibration.

� f = c� m = c� V � m = c� Adm � m = cdm � m (1.7)

The deposited massm can be expressed by the density� m of the material times the
deposited volumeV, which itself can be expressed by the covered areaA and the �lm
thicknessdm . The covered area is solely depending on setup of the PVD and will not
change until the experimental setup is changed, which then of course requires a new
calibration. Therefore the covered areaA is incorporated into the factorc� to obtain an
experiment speci�c factorc to determine the �lm thickness for deposition experiments.

1.4 Idea and goal of the project

Very limited research in the �eld of organic electronics focuses on the investigation of early
transition metal complexes, despite their low toxicity and abundance. Further, most of
the research in this area resolves around phthalocyanines.[141] Another major class are
square planar nickel(II) complexes.[62] Therefore the molecular structures investigated are
most times planar or slightly distorted from planarity. The arrangement of such materials
by dispersion forces often results in anisotropic crystal structures with the� -systems
being stacked upon each other comparable to stacks of coins. In such an arrangement
the charge carriers can only be transported in the direction of the stacking e�ectively. To
move into a new direction the idea was to combine the early transition metals with an
octahedral coordination sphere with two tridentate ligands with an extended� -system.
The resulting complexes will then bear two� -systems perpendicular to each other and
allow for a 2D molecular stacking motif. Additionally, the complexes should be neutral.
First of all, counter anions might be arranged unfavorable within the crystal structure
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(a) (b)

Figure 1.5: Crystal structure of Co(BQA) 2ClO4 viewed from di�erent angles.[140]

and prevent � -systems from overlapping su�ciently. Second, neutral complexes are easier
to sublime which allows the use of techniques like physical vapor deposition. A suitable
candidate for a ligand was found quickly.N -8-Quinolinyl-8-quinolinamide has been used
in various transition metal complexes, both neutral and charged.[139, 140, 142� 144] But
none of the studies investigated the electric properties of these materials. The neutral
bis(bis(8-quinolinyl)amide)zinc(II) complex[142, 140] is already a good candidate for the
investigation as an organic semiconductor as it combines all desired properties. Additionally,
the crystal structure of [Co(BQA)2]ClO4[140] shows promising arrangement of the ligands
with parallel displaced (�gure 1.5a) and T-shaped (�gure 1.5b)� � � -interactions despite
the appearance of perchlorate anions within the crystal cells. The neutral Fe(BQA)2

was accessible by the reduction of [Fe(BQA)2]BPh4 and an attempt towards its synthesis
con�rmed its availability but isolation had not been achieved yet.[143] Other octahedral
and neutral complexes included cadmium(II), mercury(II)[142] or ruthenium(II).[ 143] But
as these elements are rare and and in the cases of cadmium and mercury also toxic, their
application was not in our interest. Other studies looked into square planar metal centers
like copper(II)[145] or nickel(II), palladium(II), and platinum(II)[ 144], which did obviously
also not meet the requirements for this investigation.

With these information gathered the objectives were set. First the neutral bis(bis(8-
quinolinyl)amide)zinc(II) complex 1a was meant to be synthesized by a literature procedure.
Its counterparts containing Fe(II) 2a, Cr(II) 3, and Mn(II) 4 were then to be obtained next
(see �gure 1.6 for molecular structures). The molecular structure and the crystal packing
should be then investigated, their redox properties and UV/Vis absorption measured and
tested whether they might be used as organic materials in OFETs. After these initial
tests were successful the scope of the project was expanded and as a next step a variety
of ligand derivatives were designed. The 6-positions of the quinolinyl moieties seemed
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to be the most suitable spots for substitution. It was synthetically easily accessible, a
substitution in these positions should not interfere with� � � -stacking and the introduction
of side chains orthogonal to the stacking direction was already proven as a working concept
in organic electronics.

Figure 1.6: Proposed molecular structure for the target complexes





2 Results & discussion

This project is part of a collaboration of the groups of Prof. Derck Schlettwein and Prof.
Peter R. Schreiner. Some of the results presented here were submitted as a publication with
Dr. Georg Albrecht and myself as the shared lead authors. During the project Dr. Georg
Albrecht took care of device fabrication, thin �lm preparation and the interpretation of
these results. He also prepared single crystals by sublimation. After his graduation he was
succeeded by Pascal Schweitzer, who took over the aforementioned tasks. A broad number of
people from the Schlettwein group, including Dr. Georg Albrecht, Pascal Schweiter, Thi Hai
Quyen Nguyen, Sophie Göbel, and Clemens Geis measured cyclovoltammograms, UV/vis
spectra and conducted AFM measurements, provided the data and suggested interpretation
thereof. XRD structure determination was performed by Dr. Jonathan Becker. The
synthesis of compound5i and its precursors was achieved by Paul Debes as part of
his bachelor thesis under my supervision. Anna McCurry supported my e�orts with
synthetic work as an exchange students as a part of the Liebig-College program under my
supervision. Mass specotrommetry, NMR- and IR-measurements were conducted by the
analytical department of the Justus-Liebig-Universität Gieÿen. DFT calculations, design
and execution of synthetic routes, preparation of single crystals from solution and the
interpretation of all data with respect to the in�uence of the molecular structure of the
constituents were performed by me unless stated otherwise.

2.1 Synthesis

In the beginning of the projectN -8-Quinolinyl-8-quinolinamine5a and its corresponding
Zn-complex Zn(BQA)2 1a were synthesized according to literature procedures.[142] The
iron(II) complex was mentioned in literature but its puri�cation was never acchieved.[143]
Nevertheless, the synthesis of the iron(II)2a, chromium(II) 3, and manganese(II)4
complex was performed by deprotonating the ligand precursors5a with potassium tert -
butoxide followed by the addition of the corresponding metal(II) chloride salt under the
inert atmosphere of a nitrogen-�lled glove box. The complexes were puri�ed either by
crystallization or extraction depending on their solubility. Successful synthesis was shown
by mass spectrometry, IR spectroscopy and XRD-analysis of single crystals.

After the initial success of the bis(bis(8-quinolinyl)amide)metall(II) complexes, substituted
versions of the complexes bearing addtional functional groups on the ligands seemed
promising. In order to obtain these substituted ligand precursors5a � h , a synthetic
scheme was applied that worked for most target structures including those, which were
substituted with methoxy, �uro or alkyl groups. First both �halves�, meaning the individual
quinolinyl moiteity, of the ligand were synthesized and these were then combined by a

19
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Scheme 2.1:Synthesis of the unsubstituted M(BQA)2-complexes

Buchwald-Hartwig-coupling. Therefore one half had to contain an amine function, while
the other contained a bromo substituent. The �rst step for each �half� is to create
the quinoline moiety by a Skraup reaction. This reaction was known to be suitable for
the generation of functionalized bromoquinolines[146, 147] and nitroquinolines[148]. To
create the 8-bromo-substituted quinolines6b � h , 2-bromo-anilines are subjected to a
reaction with glycerol, sodium 3-nitrobenzenesulfonate and iron(II) sulfate heptahydrate
in methanesulfonic acid (scheme 2.2). Yields for this reaction ranged from fair to very
good depending on the substrate.

Scheme 2.2:Skraup synthesis towards 8-bromo-quinolines

The 8-amine subsituted quinolines were accessed from the corresponding nitroquinolines.
Those were obtained by the means of Skraup reaction. To generate compounds8b, 8c and
8e � h 2-nitroanilines and glycerol were added to a mixture of 3-nitrobenzenesulfonate in
diluted sulfuric acid. For compound8c the Skraup reaction was performed using sodium
iodide and concentrated sulfuric acid.[149] Yields of the intermediate nitro compounds8b
� h were mostly poor and sometimes at least fair. After puri�cation of the material the
nitro group is catalytically reduced by hydrogen with palladium on charcoal[150, 148] in
methanol, which resulted in excellent yields of compounds7b � h (scheme 2.3).
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Scheme 2.3:Synthetic steps towards 8-amino-quinolines

For the �nal step towards the ligand precursors5a � h , tris(dibenzylideneacetone) dipal-
ladium(0) and rac-BINAP were dissolved in toluene and the corresponding bromo6b � h
and amino7b � h quinolines were added as well as sodiumtert -butoxide. These mixtures
were heated to re�ux for several days. After puri�cation ligand precursors5b � h were
obtained in a wide range of yields reaching from poor to very good depending on the
substituents (scheme 2.4).

Scheme 2.4:Buchwald-Hartwig coupling to obtain the ligand precursor

Also the nitrile substituted ligand precursor was obtained, but as nitrile groups were
sensitive to strong acids especially when increased temperatures were applied, the synthetic
approach used so far was not suitable. A di�erent synthetic route was applied instead
(scheme 2.5). First 6-bromo-8-chloro-quinoline9 was obtained by subjecting 4-bromo-2-
chloro-aniline to Skraup reaction conditions. Therefore the aniline was mixed with glycerol,
sodium 3-nitrobenzenesulfonate and iron(II) sulfate heptahydrate in methanesulfonic
acid and the target material 9 was obtained in very good yield. In the next step the
bromo group was substituted with cyanide originating from iron(II) hexacyanoferrate.
The whole process was catalyzed by allylpalladium(II) chloride dimer and xantphos,
which resulted in quantitative yields of the 8-chloro-6-quinolinecarbonitrile10. A part
of the product 10 was transformed to the corresponding amine11 by �rst performing a
Buchwald-Hartwig-coupling with benzophenone imine catalyzed by palladium(II) acetate
and xantphos. The intermediate product was then hydrolyzed with aqueous hydrochloric
acid to obtain 8-amino-6-quinolinecarbonitrile11 in good yield. At last, both corresponding
quinoline compounds10 and 11 were again subjected to a Buchwald-Hartwig-coupling with
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palladium(II) acetate and rac-BINAP forming the catalyst in situ. The target compound
5i was obtained in good yield.

Scheme 2.5:Sythetic approach to obtain the nitrile substituted ligand precursor

As the Zn(BQA)2 1a and Fe(BQA)2 2a showed the most promising properties for electronic
devices all following complex synthesis were performed using only iron and zinc salts,
omitting the synthesis of additional chromium and manganese complexes. To achieve
synthesis the ligand precursors5b � i were dissolved or suspended in THF and a base,
either KOtBu or NEt3, was added. Subsequently, zinc(II) chloride or iron(II) chloride were
added to the mixture. The materials were again puri�ed by extraction or recrystallization
depending on their solubility.

Scheme 2.6:Sythesis of the substituted iron(II) and zinc(II) complexes
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2.2 Analysis of the unsubstituted Cr, Mn, Fe, and
Zn-complexes

2.2.1 Crystal structure analysis

The packing of complex molecules within the crystal structures obtained is of the main
interests in this study. The alignment of� -systems is predicted to be a major factor for
charge carrier mobility in organic semiconductors and so the study of their arrangement
might be linked to device performance. But it is also important to not over-interpret results.
Materials in thin-�lm devices might be amorphous or their morphology might be very
di�erent from the one observed in crystals of them obtained from solution. Nevertheless
the behavior in solution might give hints for the suitability and the necessary processing
of materials for later use. For that reason some of the electric behavior of devices created
from these materials is already mentioned here despite being discussed in detail later.

Figure 2.1: Molecular structure of Zn(BQA) 2 1a

When 1a was crystallized from solution, a hexagonal cell with a = b = 20.965 and 13.596Å
was obtained (�gure 2.2a). The space group wasP61. Each unit cell contained six complex
molecules, which were such arranged, that cavities formed channels within the crystal
�lled with solvent molecules. The ligands'� -systems did not occupy a co-planar alignment,
suggesting that� � � -interactions were not the dominating factors for crystal growth and
were comparable weak. Additionally, crystals were grown by sublimation in vacuum. This
resulted in a monoclinic crystal cell with the dimension a = 19.562, b = 13.471 and
c = 22.595Å, � = 113.99° and the space group C2/c (�gure 2.2b). Ligands again did not
occupy a co-planar alignment. The cavities that were prior formed and �lled with solvents
did not occur in this case.
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(a)
(b)

Figure 2.2: Molecular structure of Zn(BQA) 2 1a obtained from a) solution or b) sublimation,
solvent molecules omitted for clarity

The crystals obtained from the Fe-complex2a form a triclinic unit cell with the lengths
a = 11.858, b = 12.237, c = 12.268Å and the angles� = 90.36, � = 101.55, and

 = 116.95° (�gure 2.3). In contrast to 1a the � -systems have a co-planar alignment
resulting in a combination of parallel displaced and T-shaped� � � -interactions due to the
three-dimensional molecular structure. The complexes are ordered in such a fashion, that
they form 2D-layers of� � � -interacting complexes. Between these layers electron density is
measured, this is attributed to solvent molecules, which were not able to be re�ned for the
structure analysis.

Figure 2.3: Molecular structure of Fe(BQA) 2 2a, solvent molecules omitted for clarity

When the Cr-complex3 was processed with THF and crystals were grown from solution,
crystals with a triclinic unit cell having the dimensions a = 9.072, b = 12.758, and
c = 16.071Å, � = 81.03, � = 75.69, and 
 = 79.30° (�gure 2.4a) were obtained. Six THF
molecules can be found within the unit cell. Like in the case of the iron complex2a the
� -systems of the ligands arrange, such that parallel displaced and T-shape con�gurations
can be observed. Other than in the case of the iron complex2a, the chromium complex3



2.2 Analysis of the unsubstituted Cr, Mn, Fe, and Zn-complexes 25

forms a three-dimensional network of� � � -interactions with the THF molecules �lling voids
between the individual complexes. When complex3 was processed with DCM and crystals
were grown, crystals containing the oxidized counterpart [Cr(BQA)2]Cl were obtained.
These crystals were featured with a triclinic unit cell with the dimensions a = 10.774,
b = 11.688, c = 15.329Å and � = 80.558, � = 78.383, and
 = 68.265° (�gure 2.4b).
Although oxidized, the molecular structure of the complex stays intact and the chloride
counter anions are located in vaccancies between the complex. Additionally, four molecules
of DCM can be found within the unit cell. Like in case of the unoxidized species of3, a
3D-network of � � � -interactions is formed.

(a)

(b)

Figure 2.4: Molecular structure of a) Cr(BQA) 2 3 and b) [Cr(BQA) 2]Cl, solvent molecules
omitted for clarity

4 formed crystals with hexagonal unit cell with the parameters a = b = 20.545, and
c = 13.835 Å (�gure 2.5). Six complex molecules were found within one unit cell and
cavities in the form of channels were shaped. This arrangement resembled the unit cell of
the crystals of 1a obtained from solution. Also there was no co-planar arrangement of
� -systems in this case as well.

2.2.2 Comparing computed structural features with measured ones

The molecular structure of the di�erent transition metal complexes1a, 2a, 3, and 4 looked
similar at the �rst glance. As intended, the metal center was coordinated octahedrically
by two N-8-Quinolinyl-8-quinolinamide ligands (�gure 2.1). At a closer look the structures
varied by the sizes of the metal centers resulting in di�erent metal nitrogen bond lengths.
The metal centers size was in�uenced by its spin state, as unpaired electrons require
a higher number of orbitals to be occupied, which increased the space needed. As a
consequence with larger metal centers the hydrogen atoms at position 7 and 7' repulsed
each other, so that the quinolinyl moieties of the individual ligands were not coplanar. To
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Figure 2.5: Molecular structure of Mn(BQA) 2 4, solvent molecules omitted for clarity

express this distortion from perfect planarity the dihedral angle between both moeities were
taken as a measure. Therefore the dihedral angle obtained from calculating the geometries
of the complexes depending on the spin state set for the calculation were compared with
the actual dihedral angles. The zinc center in1a had completely �lled d-orbitals and
is therefore large in size. The calculated dihedral angle matched the measured one well
(found 23.7°, calc. 25.4°). The small angle measured for the Fe-complex2a (found: 5.2°,
calc.: 9.7°) suggests the occurrence of d6 low spin state. For the chromium complex3 one
of the ligands only showed a small dihedral angle (found: 7.9°), while the other ligand was
more distorted (found: 19.0°). The angle obtained from theory is somewhere inbetween
(calc.: 15.7°), which made predictions quite useless. The manganese complex4 supposedly
had a d5 high spin system considering the largest dihedral angle to be found in this complex
(found 25.8°, calc.: 28.9° for the sextet, 16.8° for the quartet state).

2.2.3 UV/Vis absorption and TDDFT computations

As expected the central metal has a strong in�uence on the electronic structure of the
complexes and the position and strength of the absorption bands. The ligand precursor
5a shows a strong band at 400nm, when measured in DMF, which is assigned to a� � � �

transition. A comparable transition is also present for the corresponding transition metal
complexes, but it is shifted to higher wavelengths. A correlation between the red-shift of
this band (2a > 3 > 4 > 1a) and the decrease in dihedral angle between the quinolyl
moieties (1a � 4 > 3 > 2a) can be observed, which is explained by the increased orbital
delocalization due to a higher planarity. In the case of the zinc complex1a the ligand
centered band is located at 500nm and no bands with even higher wavelengths are present,
as there are no possibled� d transitions as all these orbitals are �lled for zinc(II). The
manganese complex4 has a comparable spectrum to that of1a below 600nm. Above
that wavelength a domain of weak transitions in the range from 600 to 900nm is visible,
which can be assigned to the spin-forbidden transitions of thed-orbitals of the high-spin
complex. The chromium complex3 also showsd-d transitions but with even weaker
intensities for the long wavelengths between 700 and 900nm. The transitions are not
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spin-forbidden in this case as there are only fourd-electrons present in chromium(II), so
the low intensities still lack an explanation. There are two ligand centered transitions
for 3 at 450 nm and 580nm. The iron complex2a displays way stronger intensities for
the absorption above 600nm with an absorption maximum at 700nm. Computations
were performed to simulate the transitions of the complexes but failed to achieve su�cient
accuracy.

Figure 2.6: UV/Vis absorbance spectra of compounds1a, 2a, 3, and 4

Additionally, thin �lms of these complexes were prepared on glass substrates by vapor
deposition. UV/Vis measurements of these �lms were conducted at various thicknesses
from 1 to 20nm (see �gure 2.7), allowing to predict the growth mode of these materials. A
red-shift of the spectra was observed for the manganese4, iron 2a, and zinc1a complexes
compared to the solution, which increased with rising �lm thickness. A blue-shift was
observed for the chromium complex3 comparing the thin �lms to the solution, but thicker
�lms were red-shifted compared to thinner ones. Such shifts are caused by changes in the
dielectric environment, which, of course, is quite di�erent between solution and a solid
�lm. In general the occurring red-shift for thicker �lms is the result of the in�uence of
the packing of the materials on the surface. At low surface coverage, with an average �lm
thickness of 1nm, mainly isolated molecules interact with the surface, while at higher
�lm thicknesses intermolecular interactions dominate. With increasing thickness the band
more and more reaches its bulk value.

If a layered growth type is present the peak energyE of an absorption band is dependant
on the inverse of the �lm thickness1=d, which can be described by the following equation,
which holds true for a dense, closed �lm with a coverage of more than a monolayer.

E(d) = Ebulk + � E �
dint

d
(2.1)

Herein � E describes the di�erence in transition energy between interface and bulk
molecules. dint denotes the thickness of an optically di�erent interface layer.[151, 152]
It is assumed, that the interactions between molecules are highly isotropic, which is
reasonable for these highly symmetric complexes. Also the thickness of the �lms should
be proportional to the deposited molecules, which was establishedvia a quartz micro
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(a) (b)

(c) (d)

Figure 2.7: UV/Vis absorbance of thin �lms of a) 1a, b) 2a, c) 3, and d) 4. Measurements were
taken subsequently while deposing the materials. The solution spectrum is plotted
for comparison

balance. Therefore roughly a dependence of the transition energy from the inverse of
the �lm thickness d should be visible. By plotting the data (�gure 2.8) two regimes are
visible for all the complexes, wherein this relation holds true and a hyperbolic �t matches
each. Plotting a hyperbolic function for the whole data does result in a worse �t. The
�rst of regimes mentioned before can be explained by the decreasing in�uence of isolated
molecules. The second one is characterized by the changing ratio between interface and
bulk molecules. A kink between these two regimes is observed, which marks a change
in growth mode, presumably caused by the full coverage of the surface. It occurs at a
thickness of 5nm for the zinc 1a, iron 2a, and manganese4 complex. For the chromium
complex 3 this kink occurs already at roughly 2nm. For the iron complex2a and the
chromium complex3 the thickness, at which a measurable current between the electrodes
when preparing an OFET sets in, matches the value obtained for full coverage here. This
will be presented in the next part in detail.
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(a) (b)

(c) (d)

Figure 2.8: Plot of the peak energy against the �lm thickness of materials a)1a, b) 2a, c) 3,
and d) 4. A separate hyperbolic �t for low and high �lm thicknesses returns better
results than a �t for the whole range.

2.2.4 Preliminary device fabrication

Device fabrication was solely conducted by the Schlettwein group. None of the results here
are due to my own work. They are presented as the project is part of a collaboration and
their presentation puts the synthesis and characterization of the discussed materials into a
bigger picture.

As a �rst measure to investigate the suitability of the materials1a, 2a, 3, and 4 as
organic semiconductors is to apply their thin �lms in a basic bottom gate bottom contact
�eld-e�ect transistor setup. A straightforward architecture was chosen consisting of a
silicon wafer with a thermally grown oxide insulator layer and two interdigitated Gold
electrodes. The current between these electrodes was measured while monitoring the thin
�lm thickness during its deposition. For 1a and 4 no measurable current was observed
during device preparation. For2a a current set in at roughly 5nm (see �gure 2.9a). It
increased linearly up to around 10nm, after which the current started to �atten out.
When applying a linear �t to the region between 6 and 9nm and extrapolating the �t,
the thickness for the current inset is determined to be 5.5nm. These results can be
combined with the ones from the UV/vis analysis of the thin �lms to generate the following
hypothesis. First islands grow on the surface, which are then fully connected at an average
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thickness of around 5.5nm, at which the current �ow sets in. After that the remaining
gaps between the islands are �lled with additional material until the �lm is fully closed
at an average thickness of around 15nm. Now new island start to grow on top of the
existing �lm, which themselves take no part in charge carrier propagation, which explains
the �attening out of the current at the end of the deposition. For the chromium complex
3 the current �ow started at a thickness around 2.5nm. The current increased no-linearly
from that point with increasing �lm thickness and did not reach any plateau. This is also
in accordance with the UV/Vis data, because compared to the other complexes,3 showed
a much more uniform growth reaching a closed �lm already at around 2nm, which �ts
the device data.

(a) (b)

Figure 2.9: Current between the electrodes plotted against the thin �lm thickness while deposing
the material for a) the iron complex 2a, a �t is applied to linear region between 6
and 9 nm to obtain the minimum thickness of measuring a current b) the chromium
complex 3, a focus on the region around 2.5nm is added additionally.

For the zinc complex1a only small currents in the range of 0 � 100nA can be observed
for negative gate voltages along its �lms (see �gure 2.10). Therefore the material is a
p-type semiconductor. The material's conductivity is estimated atVG = 0 V to be
9:5 � 10� 8 S m� 1, which is signi�cantly lower than 10� 4 S m� 1, the usual magnitude for
organic semiconductors.[153] The charge carrier mobility of 1a was extracted from the
linear regime at 20V and determined to be8:2 � 10� 7 cm2 V � 1 s� 1, which is a quite low
value. [62] One possible explanation for these low values might be the absence of parallel
aligned quinolyl moieties as was observed in the crystal structure, which results in an
unfavorable electron hoping process. The threshold voltageVth = � 30:1 V suggests the
presence of hole trapping states at the semiconductor insulator interface for this device.

The iron complex2a outperforms its zinc counterpart in its conducting properties. Currents
up to 2.5 µA are reached (see �gure 2.11a). The corresponding charge carrier mobility
extracted from the linear regime at� 50V equals7:5�10� 5 cm2 V � 1 s� 1, a value comparable
to that of iron(II) phthalocyanine,[ 154] which is probably the most noted iron(II) species
in organic electronics. The increase in performance of the iron complex2a compared
to the zinc complex1a might be explained by the parallel alignment of the molecules'
� -systems seen in the crystal structure analysis. In the case of2a the threshold voltage
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Vth = � 6:5 V is negative, implying the presence of hole trappings states at the inferface
layer. An increase in the current is the consequence of exposing the devices with2a as
the semiconductor to air at 1mbar. This increase is accompanied with a strongly reduced
in�uence of the gate voltage, which renders the device useless for OFET operation (see
�gure 2.11b). The cause of this increase is likely the doping of the thin �lm through the
oxidation of the iron(II) to iron(III) complexes by O2 molecules in air. As the material is
hole conducting the oxidation creates additional holes and therefore charge carriers, which
in consequence increases the concentration of the later to a value, that is high enough to
allow a current �ow without an applied gate voltage. To further avoid any complications
through air exposure a gate valve was used to transport the material from the glove box to
the PVD chamber. This improved handling increased the On/O� ratio to 218 compared
to 82 beforehand. The charge carrier mobility stayed in the same realm with a value of
1:0 � 10� 5 cm2 V � 1 s� 1, while the threshold voltage was raised to� 11:1 V suggesting a
purer �lm.

Thin �lms of the chromium complex 3 show a high conductivity directly after deposing them.
The gate voltage does nearly have no in�uence on the source-drain current. Comparable to
the iron complex2a the chromium complex3 shows parallel aligned quinolyl moieties in
its crystal structure. Also thinking about the absence of this kind of alignment in the zinc
1a and manganese4 complexes, this might be one of the causes of the high conductivity
of 3. Exposing the �lms of material 3 to air even for short times and at low pressure,
results in the complete and irreversible loss of conductivity.

For the manganese complex4 no current was measured at any gate voltage. Also
exposure to air does not result in a measurable current. As the material has a similar
molecular geometry, crystal behavior and thin �lm growth like the zinc counterpart1a,
its semiconducting properties are presumably just not pronounced enough having in mind
that also 1a showed quite poor semiconducting behavior.

Figure 2.10: Output characteristics of an OFET created with the zinc complex 1a as the semi-
conducting layer
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(a) (b)

Figure 2.11: a) Output characteristics of an OFET created with iron complex 2a as the semicon-
ducting layer, b) Output characteristics of the same device after air exposure.

Figure 2.12: Output characteristics of a device created with chromium complex3 as the semi-
conducting layer

2.3 Crystal structure analysis of substituted complexes

2.3.1 Substituted zinc complexes

Telling from the crystal structures obtained so far and the measurements from the pre-
liminary devices the compounds showing distinct� � � -interactions, compounds2a and
3 resulted in higher currents. Despite other factors being possibly responsible for these
�ndings, for example larger crystal sizes in the thin �lms and better charge carrier injection,
it is interesting to observe how changes in the molecular structure will a�ect packing
of the resulting crystal structure and the electronic behavior. For the rest of the study
manganese was dismissed as a central metal as the manganese complex4 did not show
any interesting electronic properties. Chromium was dismissed as complex3 was very air
sensitive, which made processing di�cult and the devices made of the complex did only
barely show an in�uence of the gate voltage. It was possible to create OFETs from the
zinc 1a and iron complex2a, although the device performance was rather low.
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Complex1b forms a tetragonal unit cell with the cell lengths a = b = 8.739 and c = 20.149Å.
The molecules form 2D-layers by� � � -stacking and each layer is rotated by 45° towards its
neighboring layers. The methyl groups �ll all potential vacancies between the layers, which
could be occupied by solvent molecules. The zinc-nitrogen bond lengths deviate a bit from
the original complex1a. They are increased for the zinc-amide bond (2.112Å compared
to 2.074Å in average for1a) and slightly decreased for the zinc-quinolinyl-nitrogen bond
(2.149Å compared to 2.179 in average for1a, (see electronic attachment). Following this
trend there is also a small dihedral angle of 5.3° between the two quinolinyl moieties of
an individual ligand observed. The whole structure looks straightened and one might
hypothesize whether these conformational changes paired with the apparently well-ordered
stacking motif will result in a well-performing material.

(a)

(b)

Figure 2.13: Molecular structure of Zn-complex 1b from di�erent angles

When Zn-complex 1c was recrystallized from THF/n-hexane a monoclinic cell with
a = 12.274, b = 29.581, c = 12.403Å and � = 90.04° was obtained. The structure has
some analogies to that of1b. 2D-layers are formed, which have parallel aligned� -systems
but their overlap is quite limited observing only some T-shaped stacking and no parallel
displaced overlap (�gure 2.14a). The ethyl groups arrange between the aforementioned
2D-layers.

Instead when1c was recrystallized form CDCl3 layered with n-hexane it resulted in a
tetragonal unit cell with a = b = 16.456 and c = 13.365Å. In this structure the � -systems
form a three dimensional network of interacting complexes (�gure 2.14b). There are
no distinct layers visible like in crystals obtained from the THF solution. The ethyl
groups occupy vaccancies between the quinolyl moieties. A possible hypothesis is, that the
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structure obtained from the deuterated chloroform solution might result in better electronic
properties. It is an interesting question how the morphology behaves in thin-�lms and
what the result will be for device performance.

(a)

(b)

Figure 2.14: Molecular structure of Zn-complex 1c obtained from a) THF solution and b) CDCl 3

solution, solvent molecules omitted for clarity

Zn-complex1d formed crystals with a monoclinic cell with the parameters a = 12.321,
b = 15.595, c = 12.399 Å and� = 92.02°. Again the complexes form two-dimensional
layers with the � -systems aligned co-planar. Edge-to-face stacking can be observed for
all quinolyl moities, but parallel displaced interactions are only present in one direction
of the formed network. The steric hindrance of the quite large isopropyl groups seem to
prevent a closer arrangment and four THF molecules are found in every unit cell within
the formed cavities.

A triclinic unit cell was found in the case of zinc complex1e with cell dimensions a = 16.952,
b = 17.463, c = 17.895Å and � = 103.90, � = 92.66, 
 = 102.10°. Also in this case
2D-layers of complex molecules are formed with co-planar aligment of the qinolinyl groups
in only one direction. In the second direction there is only very minor overlap of the
� -systems visible in form of a T-shaped interaction. The reason for that seems to be
the steric hindrances of the largetert -butyl groups, which do not allow further co-planar
orientation. The large alkyl groups also result in larger distances between the separate
layers, which creates cavities which are �lled with THF molecules. Ten of them can be
found in each unit cell, which contains four of the complexes.
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